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Regulated Component Pollutant

Rule/Measure/Date

Santa Barbara 342, Yolo-Solano 2.27, Determination of Reasonably
Control of Oxides of Industrial, Institutional, and Available Control Technology
Nitrogen (NO ) from Commercial Boilers, Steam and Best Available Retrofitx

Boilers, Steam Generators Generators, and Process Control Technology for
and Process Heaters, Heaters, Industrial, Institutional, and
Amended 4/17/97 Amended 8/14/96 Commercial Boilers, Steam

Generators, and Process
Heaters, CARB, 7/18/91

Performance Standard

Industrial, Institutional, NOx 30 ppm @ 3% oxygen on 30 ppm @ 3% oxygen on a 30 ppm @ 3% oxygen on a
and Commercial Boilers, a dry basis, 10 minute dry basis, 15 minute avg, dry basis, 15 minute avg,
Steam Generators, and avg, gaseous fuel gaseous fuel gaseous fuel
Process Heaters  

x x40 ppm @ 3% oxygen on 40 ppm @ 3% oxygen on a 40 ppm @ 3% oxygen on a
a dry basis, 10 minute dry basis, 15 minute avg, dry basis, 15 minute avg,
avg, nongaseous fuel nongaseous fuel nongaseous fuel

CO 400 ppm 400 ppm 400 ppm
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